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bus turning movements, streets with daily transit routes shall not have curb return radii of less than 25 

feet.  

6.02.15 PARKING 

 For parking requirements, refer to the Standard Details for the appropriate functional 

classification. 

 For streets designated Minor Arterial and below, the Engineer may require design 

modifications to conserve major trees in the public right-of-way and to further the goals set in Council 

Resolution 2267 for tree preservation. Subject to approval by the Engineer, parking lanes may be 

removed on one or on both sides of a street. 

6.02.16 LOCAL STREET DESIGN FOR ADVERSE TOPOGRAPHY 

 Local streets shall have a cross-section slope of 2.0% downward toward the curb with the 

peak of the cross-section along the centerline (“crown”), except in situations of adverse topography. 

When approved by the Engineer, the Engineer of Record may utilize an “offset” or unequal crown 

section when the existing ground slope exceeds 8.0% across the roadway section. 

 The offset crown design shall meet the following conditions: 

A. Minimum distance from “crown” to (one) face of curb is 10 feet. 

B. Maximum cross-slope of pavement is 5.0%, except for horizontal curves. On horizontal 

curves, maximum reverse superelevation is 2.0%. 

C. Maximum differential in top of curb elevation from one side to the other is 1 foot. 

 The existing ground “side-slope” criteria are based on the relationship of the slope of the 

ground to the transverse slope of the roadway profile. This relationship shall be met for the entire length 

of the roadway alignment utilizing an offset crown. 

6.02.17 STREETLIGHTING 

 Design and installation of a complete streetlighting system shall be the responsibility of the 

developer for all streets fronting the property, including multi-use paths associated with the 

development.  Developments will be required to submit a lighting plan that provides pole spacing less 

than or equal to the maximum spacing shown in Table 6.02.17. The spacing shall be measured from 

the center of each pole. If the proposed street grade exceeds the maximum grades shown in 

Subsection 6.02.11, the spacing shown in Table 6.02.17 is not applicable and a site-specific 

photometric analysis will be required.  See Project Manager for requirements.  

 Streetlights and streetlight infrastructure shall conform to the Standard Details. Streetlights 

per Standard Detail 645, Decorative Acorn Streetlight, are required on designated boulevards in the 

Pleasant Valley and Springwater Plan Districts. At the Engineer’s discretion, infill development may 

meet requirements for streetlighting by installing new lights on existing utility poles per Standard Detail 

647. If spacing of utility poles is substandard, additional underground-fed lights may be required along 

the frontage to meet lighting standards. 

 Streetlights are required to be installed along both sides of the street for arterials and 

streets within designated centers. For developments along arterial streets, where streetlighting is 

already provided on the other side of the street, streetlighting must be provided on both sides of the 

street.  
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 Streetlight power for new lighting shall be supplied from underground. At the Engineer’s 

discretion, the electrical conduits installed for streetlighting shall be extended to a junction box installed 

in the last panel of sidewalk at the property line to support future development.  

 The City standard for 35-foot poles is shown in Standard Detail 644, Aluminum Davit 

Streetlight. The standard for 25-foot poles is shown in Standard Detail 643, Fiberglass Streetlight. 

 All streetlighting materials and equipment installed in the public right-of-way must be listed 

on the City of Gresham Pre-Approved Materials List for Streetlight Equipment and Materials, with 

exceptions made at the Engineer’s discretion. The City of Gresham Pre-Approved Materials List is 

available for download on the City’s website. 

 

 

 

 

 

 

 

 

 

 

 

(See table on the following page.)  
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Table 6.02.17 STANDARD STREETLIGHT LAYOUT AND TYPE 

FUNCTIONAL 

CLASSIFICATION 

LIGHT 

HEIGHT 

(FT) 

STREET 

SIDE 

MAXIMUM 

FRONTAGE 

SPACING (FT) 

LUMINAIRE 

TYPE4 

WATTAGE 

LEVEL 

Major Arterial1 35 Both Sides2 150 
Medium 

Cobra 
High 

Standard Arterial1 35 Both Sides2 150 
Medium 

Cobra 
High 

Minor Arterial1 35 Both Sides3 160 
Medium 

Cobra 
Medium 

Major Collector1 35 

Staggered6 

or One Side 

170 Large Cobra Low 

Standard and Minor 

Collector1 
25 120 

Medium 

Cobra 
Medium 

Local Industrial1 35 185 Large Cobra Low 

Local Commercial1 25 130 
Medium 

Cobra 
Low 

Local Transitional1 25 150 Small Cobra Medium 

Local Queuing1 25 150 Small Cobra Medium 

Pedestrian Paths 12 60 Small Cobra Low 

Shared Street 14 Staggered6 50 Acorn5 Low 

Civic Neighborhood 

Standard Arterial 18 

Both Sides 

85 Pendant High 

Standard Collector 14 110 Acorn Low 

Civic Connector 18 100 Pendant High 

Civic Local 14 120 Acorn Low 

Downtown 

Downtown Boulevard 16 

Both Sides 

100 Acorn Medium 

Non-Boulevard Streets 

in Downtown 
14 110 Acorn Low 

Rockwood Design District 

Boulevard 18 

Both Sides 

85 Pendant High 

Local Streets Inside the 

Triangle8 
18 100 Pendant7 Low 

Local Streets Outside 

the Triangle8 
14 110 Acorn Low 

Designated Centers in Pleasant Valley and Springwater 

Standard Arterial 16 

Both Sides 

120 Acorn Medium 

Minor Arterial 16 110 Acorn Medium 

Major Collector 14 105 Acorn Low 

1 Only applies to streets outside of the designated centers in the Downtown and Civic Neighborhood Plan 

Districts, the Rockwood Town Center portion of the Rockwood Design District, and the designated centers 

within the Pleasant Valley and Springwater Plan Areas. 
2 For Major Arterial and Standard Arterial frontages where streetlighting isn’t currently provided or where 

lighting is currently provided only on the development’s side of the arterial street, Extra-Large Cobra Head 

luminaires with High wattage shall be installed at 150-foot spacing and 35-foot light height.  
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3 For Minor Arterial frontages where streetlighting isn’t currently provided or where lighting is currently 

provided only on the development’s side of the arterial street, Large Cobra Head luminaires with Medium 

wattage shall be installed at 160-foot spacing and 35-foot light height.  
4 See Gresham Pre-Approved Materials List for luminaire models for the listed luminaire types. 
5 Light poles may not be more than 10 feet off the right-of-way lines. 
6 If lights are installed on both sides of the street in a staggered pattern, the maximum frontage spacing 

may be double what is shown in Table 6.02.17. 
7 If overhead utilities have not been moved underground at the streetlight installation location, a Decorative 

Acorn Streetlight may be installed in place of the required Decorative Pendant Streetlight. A payment of 

cash in lieu for the cost difference between the Pendant and Acorn poles and luminaire fixtures must be 

provided to City for each substitution. 
8 The Rockwood Triangle Area per GCDC Section 7.0500 is defined as the area bound by Stark Street on 

the south, Burnside on the north, 181st on the west and 190th on the east. 

 New streetlight poles shall be installed with their centers placed 30 inches from the face of 

curb. Lights shall be no closer than 15 feet to a street tree trunk. 

 All new installations with power supplied underground shall include a service disconnect 

between the PGE power supply and the first streetlight junction box, as shown in Standard Detail 649, 

unless otherwise directed by the Engineer. In developments where there are fewer than four 

streetlights, the service pedestal may be replaced with a fused disconnect in a junction box and a 

separate PGE Type 1730 junction box installed between the PGE transformer and that fused 

disconnect junction box.  

 Each service pedestal may have multiple lighting circuits. Copper conductor with a 

minimum wire size of #8 AWG are required for lighting circuits until the wire reaches the hand hole in 

the light pole. Wire inside the light pole shall be #10 AWG. For each circuit using copper #8 AWG wire, 

the total length of the circuit (one-way in feet) multiplied by the total load (in Watts) shall not exceed 

1,105,750. The total load for each circuit must include the largest available system wattage for each 

light fixture. If the proposed circuit exceeds the allowable limit specified above, an additional circuit shall 

be utilized. The Project Manager may require developer to submit detailed voltage drop calculations for 

lighting systems with 15 or more lights. 

6.02.18 STREET TREES 

 Street trees in the public right-of-way, or within the setback and/or buffer area immediately 

adjacent to the right-of-way, will be required of all developments. A copy of the City’s Approved Tree 

List can be found on the City’s website. The particular species will be reviewed and approved as part 

of overall project submittals. A deposit for street trees to assure installation of the trees prior to 

occupancy may be required at the time of building permit issuance. 

           Minimum caliper of street trees shall be 1¾-inch. New street trees shall not be planted 

within the clear vision area or the adjacent right-of-way. All street trees shall have a minimum branch 

clearance of 8 feet above the centerline elevation of the intersection. Lower branches will need to be 

removed in successive years to provide a 14-foot clearance over arterial and collector streets, a 12-

foot clearance over all other street functional classifications and 8-foot clearance over sidewalks. 

Newly-planted trees shall be securely staked for the first 2 years after planting and shall be replaced if 

they die or are destroyed. If a tree dies and needs to be replanted, the warranty period begins again 

from the date City staff verifies the tree has been replaced. Trees should be planted while they are 

dormant which is generally between October and April. For additional standards relating to street tree 

planting, see Standard Detail 642. 

  



6' ALUMINUM MAST ARM

FOR LIGHT FIXTURE, SEE

GRESHAM PRE-APPROVED

MATERIALS LIST

NOTES:

1. LUMINAIRE MOUNTING HEIGHT IS 25' ABOVE GROUND.

2. USE #10 AWG COPPER TC-ER 3-CONDUCTOR CABLE FROM FUSED DISCONNECT TO LIGHT FIXTURE. SEE

PGE APPROVED PRODUCTS LIST. COLOR CODE: BLACK/RED/GREEN (240V), BLACK/WHITE/GREEN (120V).

3. INSTALL SHORTING CAP ON NEW STREETLIGHTS INSTALLED ON AN UNMETERED CITY ELECTRICAL

SERVICE WITH CENTRAL PHOTO CONTROL.

30' GRAY FIBERGLASS

POLE, DIRECT BURY

OR 2-PIECE

FIBERGLASS POLE

3/4"-0" COMPACTED

CRUSHED ROCK

1" CONDUIT ELECTRICAL

GRADE SCHEDULE 40 GRAY

WITH PVC 90° BENDS

2" CONDUIT ELECTRICAL

GRADE SCHEDULE 40

GRAY WITH FIBERGLASS

90° BENDS

MIN 5' BURIAL

36" MIN
36" MIN

NTS

36"

12"

POLE CAP

PHOTOCELL OR SHORTING

CAP AS DIRECTED

TYPE JB2 PRECAST

CONCRETE JUNCTION

BOX WITH LOCKING LID.

SEE STANDARD DETAIL

648. INSTALL INLINE

FUSED DISCONNECT

WITH 5 AMP SLOW BLOW

FUSE. SEE GRESHAM

PRE-APPROVED

MATERIALS LIST.

INSTALL POLE

CENTERED MIN 30"

FROM FACE OF CURB

HAND HOLE
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FOR LIGHT FIXTURE,

SEE GRESHAM

PRE-APPROVED

MATERIALS LIST

3/4"-0" COMPACTED

CRUSHED ROCK

35'

MOUNTING

HEIGHT

NTS

12"

INSTALL POLE

CENTERED MIN

30" FROM FACE

OF CURB

NOTES:

1. LUMINAIRE MOUNTING HEIGHT IS 35' ABOVE

GROUND.

2. ARM LENGTH 6' OR AS DIRECTED.

3. USE #10 AWG COPPER TC-ER

3-CONDUCTOR CABLE FROM FUSED

DISCONNECT TO LIGHT FIXTURE. SEE PGE

APPROVED PRODUCTS LIST. COLOR CODE:

BLACK/RED/GREEN (240V),

BLACK/WHITE/GREEN (120V).

4. INSTALL SHORTING CAP ON NEW

STREETLIGHTS INSTALLED ON AN

UNMETERED ELECTRICAL SERVICE WITH

CENTRAL PHOTO CONTROL.

PHOTOCELL OR SHORTING CAP AS DIRECTED

12"

TYPE JB2 PRECAST

CONCRETE

JUNCTION BOX WITH

LOCKING LID.  SEE

STANDARD DETAIL

648  INSTALL INLINE

FUSED DISCONNECT

WITH 5 AMP SLOW

BLOW FUSE. SEE

GRESHAM

PRE-APPROVED

MATERIALS LIST.

8' GALVANIZED STEEL

GROUND ROD. BOND TO

POLE WITH #6 AWG

COPPER GROUND WIRE

AND ACORN CLAMP.

36" MIN

36" MIN

2" CONDUIT

ELECTRICAL

GRADE

SCHEDULE 40

GRAY WITH

FIBERGLASS

90° BENDS

1" CONDUIT

ELECTRICAL

GRADE

SCHEDULE 40

GRAY WITH

PVC 90°

BENDS

HAND HOLE.

BOND EQUIPMENT

GROUND TO

POLE.

PRECAST CONCRETE

FOOTING. SEE GRESHAM

PRE-APPROVED

MATERIALS LIST.

GROUT TO FILL

GAP BETWEEN

POLE BASEPLATE

AND FOUNDATION

FI
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ACORN STYLE FIXTURE

SEE NOTE #3

TYPE JB2 PRECAST CONCRETE

JUNCTION BOX WITH LOCKING

LID.  SEE STANDARD DETAIL 648.

INSTALL INLINE FUSED

DISCONNECT WITH 5 AMP SLOW

BLOW FUSE. SEE GRESHAM

PRE-APPROVED MATERIALS

LIST.

NOTES:

1. ALUMINUM FLUTED TAPERED POLE, COLOR BLACK. USE 14' POLE ON

LOCAL STREETS AND 16' POLE ON COLLECTOR OR ARTERIAL

STREETS.  SEE GRESHAM PRE-APPROVED MATERIALS LIST.

2. USE PRECAST CONCRETE FOOTING WITH AN 11" BOLT CIRCLE.  SEE

GRESHAM PRE-APPROVED MATERIALS LIST.

3. BANNER ARM AND PLANT HANGER REQUIRED IN DOWNTOWN PLAN

DISTRICT.

4. USE #10 AWG COPPER TC-ER 3-CONDUCTOR CABLE FROM FUSED

DISCONNECT TO LIGHT FIXTURE. SEE PGE APPROVED PRODUCTS

LIST. COLOR CODE: BLACK/RED/GREEN (240V), BLACK/WHITE/GREEN

(120V).

5. INSTALL SHORTING CAP ON NEW STREETLIGHTS INSTALLED ON AN

UNMETERED CITY ELECTRICAL SERVICE WITH CENTRAL PHOTO

CONTROL.

FOR LIGHT FIXTURE AND PHOTOCELL, SEE

GRESHAM PRE-APPROVED MATERIALS LIST.

INSTALL SHORTING CAP IN PLACE OF

PHOTOCELL AS DIRECTED.

POLE

HEIGHT

VARIES

14'-16'

SEE

 NOTE #1

NTS

SEE

NOTE #2

8' GALVANIZED STEEL

GROUND ROD. BOND TO

POLE WITH #6 AWG

COPPER GROUND WIRE

AND ACORN CLAMP.

3/4"-0"

COMPACTED

CRUSHED

ROCK

36" MIN
36" MIN

2" CONDUIT

ELECTRICAL

GRADE SCHEDULE

40 GRAY WITH

FIBERGLASS 90°

BENDS

1" CONDUIT

ELECTRICAL

GRADE SCHEDULE

40 GRAY WITH PVC

90° BENDS

POLE ACCESS DOOR.

BOND EQUIPMENT

GROUND TO POLE.

INSTALL

POLE

CENTERED

MIN 30"

FROM

FACE OF

CURB

12"

12"

GROUT TO FILL

GAP BETWEEN

POLE BASEPLATE

AND FOUNDATION

FI
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2" CONDUIT

ELECTRICAL

GRADE

SCHEDULE 40

GRAY WITH

FIBERGLASS 90°

BENDS

1" CONDUIT

ELECTRICAL

GRADE

SCHEDULE 40

GRAY WITH PVC

90° BENDS

36" MIN

18'

NTS

12"

PRECAST CONCRETE FOOTING.

SEE GRESHAM PRE-APPROVED

MATERIALS LIST.

12"

3/4"-0" COMPACTED

CRUSHED ROCK

INSTALL POLE

CENTERED MIN 30"

FROM FACE OF

CURB

TYPE JB2 PRECAST

CONCRETE JUNCTION

BOX WITH LOCKING

LID.  SEE STANDARD

DETAIL 648. INSTALL

INLINE FUSED

DISCONNECT WITH 5

AMP SLOW BLOW

FUSE. SEE GRESHAM

PRE-APPROVED

MATERIALS LIST.

8' GALVANIZED STEEL GROUND

ROD. BOND TO POLE WITH #6 AWG

COPPER GROUND WIRE AND

ACORN CLAMP.

FOR PENDANT

LIGHT FIXTURE,

SEE GRESHAM

PRE-APPROVED

MATERIALS LIST

36" MIN

POLE ACCESS DOOR.

BOND EQUIPMENT

GROUND TO POLE.

 DECORATIVE

POLE AND ARM.

SEE GRESHAM

PRE-APPROVED

MATERIALS LIST.

TWIST-LOCK PHOTOCELL RECEPTACLE WITH

PHOTOCELL OR SHORTING CAP AS DIRECTED

NOTES:

1. USE PRECAST CONCRETE FOOTING WITH AN 11"

BOLT CIRCLE.  SEE GRESHAM PRE-APPROVED

MATERIALS LIST.

2. USE #10 AWG COPPER TC-ER 3-CONDUCTOR

CABLE FROM FUSED DISCONNECT TO LIGHT

FIXTURE. SEE PGE APPROVED PRODUCTS LIST.

COLOR CODE: BLACK/RED/GREEN (240V),

BLACK/WHITE/GREEN (120V).

3. INSTALL SHORTING CAP ON NEW STREETLIGHTS

INSTALLED ON AN UNMETERED CITY

ELECTRICAL SERVICE WITH CENTRAL PHOTO

CONTROL.

GROUT TO FILL

GAP BETWEEN

POLE BASEPLATE

AND FOUNDATION
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NOTES:

1. SEE GRESHAM PRE-APPROVED MATERIALS LIST FOR

PRE-APPROVED MAST ARMS AND LUMINAIRES.

2. MINIMUM 30' MOUNTING HEIGHT ON LUMINAIRES  OVER 8,500

LUMENS.

3. IF OTHER UTILITIES ARE ON POLE, QUALIFIED WORKER SHALL

PERFORM THE WORK AND MUST FOLLOW NESC CLEARANCE

RULES.

4. PGE WILL MAKE CONNECTIONS TO SECONDARY.

5. MINIMUM 12" CLEARANCE FROM DRIP LOOP TO COMM SPACE MAY

BE REDUCED TO 3" IF STREETLIGHT CONDUCTORS ARE INSTALLED

IN A NON CONDUCTIVE CONDUIT OR COVERING.

6. MINIMUM 40" CLEARANCE FROM BOTTOM OF MAST ARM TO COMM

SPACE MAY BE REDUCED TO 4" IF MAST ARM AND FIXTURE ARE

BONDED.

7. AT CITY DISCRETION ARM MAY BE BONDED TO PGE SERVICE

NEUTRAL INSTEAD OF INSTALLING NEW GROUND ROD AND WIRE.

PROVIDE ENOUGH BARE COPPER WIRE TO REACH PGE SERVICE

NEUTRAL AND COIL ON POLE. PGE WILL MAKE CONNECTION.

NTS

4" - 40"

(SEE NOTE #6)

3" - 12"

(SEE NOTE #5)

HIGHEST TELEPHONE OR CABLE

COMPANY ATTACHMENT  POINT

EXTERNAL GROUND

CLAMP. CONNECT

BOND WIRE.

5/8" X 8'

GALVANIZED

GROUND ROD

PROTECT GROUND WIRE TO 8' ABOVE GROUND SURFACE

STREETLIGHT MAST ARM

(SEE GRESHAM PRE-APPROVED

MATERIALS LIST)

DOUBLE BRACE WIND RODS

(REQUIRED FOR ARMS

LONGER THAN 4')

MOUNTING

BRACKET

COPPER INSULATED

STREETLIGHT

CONDUCTOR (MIN

#10 AWG UF WIRE

OR SIMILAR - SEE

PGE APPROVED

PRODUCTS LIST).

48" TAIL COILED ON

POLE AFTER DRIP

LOOP INSTALLED

(SEE NOTE #4).

INSTALL INLINE

FUSED DISCONNECT.

5 AMP SLOW BLOW

FUSE WITHIN 6" OF

THE DRIP LOOP, OR

AS DIRECTED.

CONTRACTOR TO

INSTALL DRIP

LOOP AND

SECURE TO POLE

WITH 3 STAPLES

PHOTOCELL

#6 AWG SOLID BARE COPPER

GROUND WIRE FOR BONDING

(SEE NOTE #7)
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NTS

SIGNALS

LIGHTING

INSTALLATION IN SIDEWALK OR AT BACK OF CURB

JUNCTION BOX

JUNCTION BOX PLACEMENT WITHIN SIDEWALKS

JUNCTION BOX DIMENSION TABLE

INSTALL

JUNCTION BOX

LEVEL WITH

SIDEWALK

 SIDEWALK

JUNCTION BOX COVER

STAINLESS

STEEL/BRASS "L"

BOLTS OR HEX

HEAD BOLTS

TYPE L W D

JB1 17" 10" 12"

JB2 22" 12" 12"

JB3 30" 17" 12"

3/4" - 0"

CRUSHED

ROCK

CONDUIT

12" OF

3/4" - 0"

CRUSHED

ROCK

2"

COVER TO BE

MARKED "SIGNALS"

OR "LIGHTING" AS

DIRECTED (MIN 1"

LETTER HEIGHT)

 LIFT EYE

JUNCTION BOX

COVER WITH

RECESSED

LIFTING EYE OR

MAX 3/8" LIFT

HOLE

NOT TO BE USED IN TRAVEL LANES, SHOULDERS

OR AREAS EXPOSED TO TRAFFIC. SEE GRESHAM

PRE-APPROVED MATERIALS LIST.

SIDEWALK (AS

SHOWN ON

PLANS)

FACE

OF CURB

T

R

A

V

E

L

 

L

A

N

E

BACK OF

SIDEWALK

12" MIN

12" MIN

D

JUNCTION BOXES TO BE LOCATED ONLY IN
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JUNCTION BOXES ARE NOT TO BE INSTALLED

IN SLOPES OF RAMPS OR  IN DRIVEWAYS.

W L

BUSHING, TYP

EXTEND CONDUITS

TO 6" FROM

UNDERSIDE OF LID

JUNCTION BOXES PLACED WITHIN

SIDEWALKS SHALL INCLUDE A FULL PANEL

REMOVAL AND REINSTALLATION.

PORTLAND CEMENT CONCRETE PAD

45° CHAMFER, TYP
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12"
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NTS

NOTES:

1. MINIMUM WIRE SIZE #8 AWG. WIRES SHALL BE UPSIZED AS REQUIRED TO KEEP VOLTAGE DROP TO

LESS THAN 3%. XHHW-2. COLOR CODE: BLACK/RED/GREEN (240V), BLACK/WHITE/GREEN (120V).

2. ALL CONDUITS BETWEEN JUNCTION BOXES MUST HAVE A #14 AWG LOCATE WIRE, COLOR ORANGE

WITH EITHER BLUE STRIPE OR BLUE MARKINGS. TIE LOCATE WIRES TOGETHER IN EACH JUNCTION BOX

AND LOOP A SPARE18" IN EACH BOX. EMPTY CONDUITS MUST HAVE A POLY PULL LINE, 500 POUND

RATED, WITH 6' OF LINE EXTENDING FROM EACH END.

3. INSTALL ELECTRICAL GRADE SCHEDULE 40 GRAY PVC CONDUIT. FIBERGLASS BENDS ARE REQUIRED

FOR ALL CONDUIT RUNS LONGER THAN 20'. ALL PVC JOINTS SHALL BE GLUED. ALL FACTORY OR

FIELD-CUT CONDUITS SHALL BE CHAMFERED TO PREVENT DAMAGE TO CABLES. CONDUITS SHALL BE

TESTED AFTER INSTALLATION FOR OBSTRUCTIONS AND OUT-OF-ROUND INSTALLATION.

4. CITY OF GRESHAM ELECTRICAL BUILDING PERMIT REQUIRED.

5. A NEW LIGHTING SYSTEM WITH FEWER THAN 4 NEW STREET LIGHTS MAY OMIT THE SERVICE CABINET

AND INSTALL FUSED DISCONNECTS IN A JB2. REQUIRES INSTALLATION OF A SEPARATE PGE TYPE 1730

JUNCTION BOX BETWEEN THE TRANSFORMER AND JB2 WITH FUSED DISCONNECTS. 1730 BOX MUST BE

MIN 15', MAX 50' FROM TRANSFORMER.

6. TO SUPPORT FUTURE DEVELOPMENT, CITY MAY REQUIRE CONDUIT EXTENDED TO PROPERTY LINE.

STREETLIGHT POLE

PGE

TRANSFORMER

3" CONDUIT

(MUST MEET PGE

REQUIREMENTS)

CITY STREETLIGHT SERVICE

DISCONNECT. (SEE STANDARD DETAIL

650 AND NOTE #5.)

2" CONDUIT

1" CONDUIT

CITY

SERVICE

PEDESTAL
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G
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STREETLIGHT POLE

1" CONDUIT

STREETLIGHT POLE
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2" CONDUIT

LIGHTING JUNCTION

BOX

LIGHTING JUNCTION BOX

(TYPE JB2, SEE

STANDARD DETAIL 648)
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2" CONDUIT TO NEXT JB2
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NTS

PROFILE VIEW

NOTES:

1. A SERVICE INSTALLATION REQUIRES TWO GROUND RODS SPACED A MINIMUM OF 6 FEET APART. ONE

GROUND ROD MAY BE INSTALLED THROUGH THE CABINET FOUNDATION.

2. EXTEND CONDUIT ENDS MINIMUM 2" AND MAXIMUM 3" ABOVE TOP OF CABINET FOUNDATION.

3. FOUNDATIONS AND GROUND ROD JUNCTION BOXES MUST BE INSTALLED WITHIN CITY RIGHT OF WAY

OR WITHIN A GENERAL UTILITY EASEMENT.

PLAN VIEW

24"

SIDEWALK

15" X 15" UNMETERED SERVICE

PEDESTAL (SEE GRESHAM

PRE-APPROVED MATERIALS LIST)

J HOOK

ANCHOR BOLTS

(1/2" X 18")

3 1/2"

24"

INSTALL 30 LB. BUILDING PAPER

BETWEEN CABINET AND FOUNDATION

LINE SIDE

LOAD SIDE TOWARD SIDEWALK

24"

TOP OF SIDEWALK ELEVATION
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PREAPPROVED MATERIALS LIST 
 

YELLOW SHEETS 
 

SUBMITTALS 
FOR FIELD QUALIFICATION 

STREETLIGHT EQUIPMENT AND RELATED MATERIALS 
 

PROJECT MANAGER: ________________________________________________ 
 
PROJECT: ________________________________________________ 
 
CONTRACT NO.: ________________________________________________ 
 
 
 
 
 
 
 
 
 
 
 
 
SUBMITTING 
CONTRACTOR: ________________________________________________ 
 
DATE SUBMITTED: ________________________________________________ 
 
 
CONTRACTOR 
REPRESENTATIVE: ________________________________________________ 
 
PHONE: ________________________________________________ 
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GRESHAM Yellow Sheets Revised May 13, 2020 Contract No. ___________ 

‘PRE-APPROVED MATERIALS LIST’ INSTRUCTIONS 
 
These sheets serve two purposes: 
 

1. They are a list of pre-approved and preferred streetlight equipment and materials that can be 
installed in Gresham. 

2. They are an easy method for a contractor to submit a list of equipment and materials for a 
project to the City for approval, and for the City to track what equipment and materials are 
installed for a project. 

 
A PDF version (not fillable) of these sheets can be found on the City of Gresham’s Internet site. They 
will be provided for each project, to ensure that they are the most current copy. 
 
These sheets are not all inclusive of materials required on City of Gresham projects. 
 
INITIAL SUBMITTAL 

The Developer/Contractor will: 
1. Submit the Streetlight Sheets electronically 
2. Fill out the Streetlight Sheets based on the projects requirements 

a. In the CONTENTS pages check the box for all items that are “ON PROJECT”. This 
removes the need to submit the materials page(s) for those items not on the 
project. 

b. For materials that are on the project: 
i. Check the listed brand and circle the model to be used, or 
ii. Write in a brand and model proposed for installation based on the project plans 

and specifications. Submit one catalogue cut sheet for initial qualification. 
iii. Except for conduit and wire, do not mark more than two options per item. 
 

The Development Engineer will: 
1. Review initial submittal and fill out the INITIAL SUBMITTAL box in the CONTENTS 

pages and specific materials pages for listed materials. 
2. Submit write in products to the Streetlight Engineer for approval. 
3. Return a copy of the Streetlight Sheets to the Contractor 

 
CONSTRUCTION 

Materials delivered to job site shall be clearly marked as to brand and model/part description 
(verified on materials) or shall be accompanied by supplier’s certification as to brand and model/part 
description. 
 
The Contractor will: 

1. Install materials QUALIFIED by the Development Engineer during the INITIAL 
SUBMITTAL. Install per plan and specifications. 

 
The Inspector will: 

1. Verify materials installed match the Contractor’s INITIAL SUBMITTAL. Verify the 
materials are installed per plan and specifications. 
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CONTENTS 
 

PAGE  ON 
NO.  PROJECT 
 
STREETLIGHT POLES, ARMS, AND FOUNDATIONS 

4. FIBERGLASS POLES 

5. DECORATIVE POLES 

6. ALUMINUM DAVIT POLES 

7. WOOD POLE MAST ARMS 

8. POLE FOOTINGS 

 
LUMINAIRE FIXTURES 

9. LED COBRA HEAD LIGHT FIXTURES 

10. DECORATIVE LIGHT FIXTURES 

11. PHOTOELECTRIC CELLS 

 
WIRING AND ELECTRICAL SERVICE 

12. IN-LINE FUSE HOLDERS 

13. WIRE CONNECTORS 

14. SERVICE PEDESTALS 

 
CONDUIT & APPURTENANCES 

15. CONDUIT (METALLIC)  

16. CONDUIT (NON-METALLIC)  

17. CONDUIT BUSHINGS  

18. CONDUIT PLUG  

19.  PULL LINE  

20. UNDERGROUND WARNING TAPE  

 
JUNCTION BOX 

21. JUNCTION BOXES (CONCRETE, 

 POLYMER CONCRETE, & HYBRID) 

 
CABLES, WIRES, GROUNDING & BONDING 

22. BOND WIRE 

23. GROUND ROD & CLAMP  

24. XHHW WIRE 

25. CABLE WIRE 

26. OVERHEAD WIRE EQUIPMENT 

INITIAL SUBMITTAL 

 AGREE WITH “ON PROJECT” 

 RETURNED FOR CORRECTION 

Date:________________________ 

Name:_______________________ 

 

Qualifications or corrections are subject to all 
requirements of the current issue of the Standard 
Specifications for Highway Construction as 
modified by the Project Special Provisions. 
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FIBERGLASS POLES 
 
Approved Products: 
 
Pole Stub Piece 
 
 Brand/Manufacturer Catalog/Part No. 

 Shakespeare BHS3099N3BL9901 
 Alliance Composites DS6STUB-30 
 CMT 25-STUB-UP 

 
 
Pole Top Piece 
 
 Brand/Manufacturer Catalog/Part No. 

 Shakespeare BHT3099S2BL9901 
 Alliance Composites DST30GSDN1 
 CMT MDS30-F-100-S1-HS-PC-NP-1B-22 

 
 
8-Inch Mast Arms (Bronze) 
 
 Brand/Manufacturer Catalog/Part No. 

 Shakespeare OPAR-0.7-PGE-BR 
 Valmont 1HS23808B475 
 Whatley SB8-2DDB 

 
 
6-Foot Mast Arms 
 
 Brand/Manufacturer Catalog/Part No. 

 Shakespeare OPAR-6 
 Valmont 1MA0632B475 W/HARDWARE 
 Whatley MA-72 

 
 
Write-In Items (Attach Cut Sheets) 
 
 Brand/Manufacturer Catalog/Part No. 

 ____________________ ____________________ 
 ____________________ ____________________ 

INITIAL SUBMITTAL 

 QUALIFIED 

 QUALIFIED AS NOTED 

 RETURNED FOR CORRECTION 

Date:________________________ 

Name:_______________________ 

Qualifications or corrections are subject to all 
requirements of the current issue of the City of 
Gresham Public Works Standards as modified by 
the Project Special Provisions. 
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DECORATIVE POLES 
 
Approved Products: 
 
Acorn Light Poles (16 Foot) 
 
 Brand/Manufacturer Catalog/Part No. 

 Continental Pole PGE-16 
 Hadco P-2065-16-A 
 Amerlux Exterior LLC AP1305-16/BLK-PGE-GBL 
 Pacific Lighting DBCS-5F-16 
 Hapco 77920L-24PGE 
 Holophane WDA 16 F5J 17 P07 LAB BK 

 
 
 
Acorn Light Poles (14 Foot) 
 
 Brand/Manufacturer Catalog/Part No. 

 Continental Pole PGE-14 
 Hadco P-2065-14-A 
 Amerlux Exterior LLC AP1305-14/BLK-PGE-GBL 
 Pacific Lighting DBCS-5F-14 
 Hapco 77920PGE 
 Holophane WDA 14 F5J 17 P07 LAB BK 

 
 
Pendant Light Poles 
 
 Brand/Manufacturer Catalog/Part No. 

 Philips Hadco CP0606-18A-HFP3 
 
 
Pendant Light Arms 
 
 Brand/Manufacturer Catalog/Part No. 

 Philips Hadco CA0606D-310-P4APM 
 
 
Write-In Items (Attach Cut Sheets) 
 
 Brand/Manufacturer Catalog/Part No. 

 ____________________ ____________________ 
 ____________________ ____________________ 

INITIAL SUBMITTAL 

 QUALIFIED 

 QUALIFIED AS NOTED 

 RETURNED FOR CORRECTION 

Date:________________________ 

Name:_______________________ 

Qualifications or corrections are subject to all 
requirements of the current issue of the City of 
Gresham Public Works Standards as modified by 
the Project Special Provisions. 
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ALUMINUM DAVIT POLES 
 
Approved Products: 
 
 Brand/Manufacturer Catalog/Part No. 

 Valmont 350086106D4Z 
 Hapco RTA35D8B4D16-01 
 P&K Pole Products RTA8M35AAD16 

 
 
Write-In Items (Attach Cut Sheets) 
 
 Brand/Manufacturer Catalog/Part No. 

 ____________________ ____________________ 
 ____________________ ____________________ 

INITIAL SUBMITTAL 

 QUALIFIED 

 QUALIFIED AS NOTED 

 RETURNED FOR CORRECTION 

Date:________________________ 

Name:_______________________ 

Qualifications or corrections are subject to all 
requirements of the current issue of the City of 
Gresham Public Works Standards as modified by 
the Project Special Provisions. 
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STEEL MAST ARMS FOR WOOD POLES 
 
Approved Products: 
 
4-Foot Steel Mast Arms 
 
 Brand/Manufacturer Catalog/Part No. 

 Valmont ACSC 125-040 
 Utility Metals U125S040 
 SALCO WP-125-4-S 
 Maclean Power Systems S-125-4G 

 
 
6-Foot Steel Mast Arms 
 
 Brand/Manufacturer Catalog/Part No. 

 Utility Metals P125S060 
 SALCO WP-125-6-S 
 Maclean Power Systems S-125-6G 

 
 
8-Foot Steel Mast Arms 
 
 Brand/Manufacturer Catalog/Part No. 

 Utility Metals S1252080 
 SALCO WPSG-125-8-S-PGE 
 Maclean Power Systems S-125-8SG-30R 

 
 
Write-In Items (Attach Cut Sheets) 
 
 Brand/Manufacturer Catalog/Part No. 

 ____________________ ____________________ 
 ____________________ ____________________ 

INITIAL SUBMITTAL 

 QUALIFIED 

 QUALIFIED AS NOTED 

 RETURNED FOR CORRECTION 

Date:________________________ 

Name:_______________________ 

Qualifications or corrections are subject to all 
requirements of the current issue of the City of 
Gresham Public Works Standards as modified by 
the Project Special Provisions. 



  Page 8 of 25 
   

 

 
GRESHAM Yellow Sheets Revised May 13, 2020 Contract No. ___________ 

POLE FOOTINGS 
 
Approved Products: 
 
Footings for 25- to 35-Foot Poles 
 
 Brand/Manufacturer Catalog/Part No. 

 Oldcastle 5CL-LB-PGE 
 
 
Footings for Decorative Poles 
 
 Brand/Manufacturer Catalog/Part No. 

 Oldcastle 20R-LB-4-PGE 
 
 
Write-In Items (Attach Cut Sheets) 
 
 Brand/Manufacturer Catalog/Part No. 

 ____________________ ____________________ 
 ____________________ ____________________ 

INITIAL SUBMITTAL 

 QUALIFIED 

 QUALIFIED AS NOTED 

 RETURNED FOR CORRECTION 

Date:________________________ 

Name:_______________________ 

Qualifications or corrections are subject to all 
requirements of the current issue of the City of 
Gresham Public Works Standards as modified by 
the Project Special Provisions. 
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LED COBRA HEAD LIGHT FIXTURES 
 
Approved Products: 
 
Small Cobra Head Low Wattage 
 
 Brand/Manufacturer Catalog/Part No. 

 Leotek Electronics GCJ1-30J-MV-40K-2R-GY-025-WL 
 
 

Small Cobra Head Medium Wattage 
 
 Brand/Manufacturer Catalog/Part No. 

 Leotek Electronics GCJ1-30J-MV-40K-2R-GY-045-WL 
 
 

Small Cobra Head High Wattage 
 
 Brand/Manufacturer Catalog/Part No. 

 Leotek Electronics GCJ1-30J-MV-40K-2R-GY-050-WL 
 
 

Medium Cobra Head Low Wattage 
 
 Brand/Manufacturer Catalog/Part No. 

 Leotek Electronics GCJ1-30J-MV-40K-3F-GY-050-WL 
 
 

Medium Cobra Head Medium Wattage 
 
 Brand/Manufacturer Catalog/Part No. 

 Leotek Electronics GCJ2-30J-MV-40K-3R-GY-070-WL 
 
 

Medium Cobra Head High Wattage 
 
 Brand/Manufacturer Catalog/Part No. 

 Leotek Electronics GCJ3-30J-MV-40K-3F-GY-085-WL 
 
 

Large Cobra Head Low Wattage 
 
 Brand/Manufacturer Catalog/Part No. 

 Leotek Electronics GCM1-60J-MV-40K-3F-GY-095-WL 
 
 

Large Cobra Head Medium Wattage 
 
 Brand/Manufacturer Catalog/Part No. 

 Leotek Electronics GCM1-60J-MV-40K-3F-GY-135-WL 
 
 

Large Cobra Head High Wattage 
 
 Brand/Manufacturer Catalog/Part No. 

 Leotek Electronics GCM3-60J-MV-40K-3F-GY-170-WL 
 
 

Large Cobra Head High Wattage 
 
 Brand/Manufacturer Catalog/Part No. 

 Leotek Electronics GCL1-80J-MV-40K-3F-GY-230-WL 

INITIAL SUBMITTAL 

 QUALIFIED 

 QUALIFIED AS NOTED 

 RETURNED FOR CORRECTION 

Date:________________________ 

Name:_______________________ 

Qualifications or corrections are subject to all 
requirements of the current issue of the City of 
Gresham Public Works Standards as modified by 
the Project Special Provisions. 
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DECORATIVE LIGHT FIXTURES 
 
Approved Products: 
 
Acorn Lights 
 
 Brand/Manufacturer Catalog/Part No. 

 King Luminaire K118R-B3AR-IV-75(SSL)-1036- 
  120:227-K18-SST-PR7-3000K 
 
 
Pendant Lights 
 
 Brand/Manufacturer Catalog/Part No. 

 Cyclone Lighting SY21P1-GAL-3-60W-3K- 
  120-DIM-CP4377 
 
 
Write-In Items (Attach Cut Sheets) 
 
 Brand/Manufacturer Catalog/Part No. 

 ____________________ ____________________ 
 ____________________ ____________________ 

INITIAL SUBMITTAL 

 QUALIFIED 

 QUALIFIED AS NOTED 

 RETURNED FOR CORRECTION 

Date:________________________ 

Name:_______________________ 

Qualifications or corrections are subject to all 
requirements of the current issue of the City of 
Gresham Public Works Standards as modified by 
the Project Special Provisions. 
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PHOTOELECTRIC CELLS AND SHORTING CAPS 
 
Approved Products: 
 
Photoelectric Cell for Cobra and Pendant Lights 
 
 Brand/Manufacturer Catalog/Part No. 

 Ripley LongLife II 6390LL-BK 
 
 
Photoelectric Cell for Acorn Lights 
 
 Brand/Manufacturer Catalog/Part No. 

 Ripley RD8645 
 
 
Shorting Caps 
 
 Brand/Manufacturer Catalog/Part No. 

 XXXXXXXX XXXXXXX 
 
 
Write-In Items (Attach Cut Sheets) 
 
 Brand/Manufacturer Catalog/Part No. 

 ____________________ ____________________ 
 ____________________ ____________________ 

INITIAL SUBMITTAL 

 QUALIFIED 

 QUALIFIED AS NOTED 

 RETURNED FOR CORRECTION 

Date:________________________ 

Name:_______________________ 

Qualifications or corrections are subject to all 
requirements of the current issue of the City of 
Gresham Public Works Standards as modified by 
the Project Special Provisions. 
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IN-LINE FUSED DISCONNECTS 
 
Approved Products: 
 
 Brand/Manufacturer Catalog/Part No. 

 Littelfuse WPB1 
 Littelfuse LEB-JJ 
 Bussmann 2A0660 
 Bussmann HEB-JJ 

 
 
Write-In Items (Attach Cut Sheets) 
 
 Brand/Manufacturer Catalog/Part No. 

 ____________________ ____________________ 
 ____________________ ____________________ 

INITIAL SUBMITTAL 

 QUALIFIED 

 QUALIFIED AS NOTED 

 RETURNED FOR CORRECTION 

Date:________________________ 

Name:_______________________ 

Qualifications or corrections are subject to all 
requirements of the current issue of the City of 
Gresham Public Works Standards as modified by 
the Project Special Provisions. 
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WIRE CONNECTORS 
 
Approved Products: 
 
 Brand/Manufacturer Catalog/Part No. 

 Ideal WeatherProof® Model 61® Gray/Orange 
 Ideal WeatherProof® Model 62® Gray/Red 
 Ideal WeatherProof® Model 63® Gray/Dk. Blue 
 Ideal UnderGround® Model 60® Gray/Gray 
 Ideal UnderGround® Model 64® Gray/Dk. Blue 
 Ideal UnderGround® Model 66® Gray/Dk. Blue 

 
 
Write-In Items (Attach Cut Sheets) 
 
 Brand/Manufacturer Catalog/Part No. 

 ____________________ ____________________ 
 ____________________ ____________________ 

INITIAL SUBMITTAL 

 QUALIFIED 

 QUALIFIED AS NOTED 

 RETURNED FOR CORRECTION 

Date:________________________ 

Name:_______________________ 

Qualifications or corrections are subject to all 
requirements of the current issue of the City of 
Gresham Public Works Standards as modified by 
the Project Special Provisions. 
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SERVICE PEDESTALS 
 
Approved Products: 
 
Pedestals 
 
 Brand/Manufacturer Catalog/Part No. 

 Cooper B-line CUP4111 
 
 
Riser Frame 
 
 Brand/Manufacturer Catalog/Part No. 

 Cooper B-line MB1515 
 
 
Write-In Items (Attach Cut Sheets) 
 
 Brand/Manufacturer Catalog/Part No. 

 ____________________ ____________________ 
 ____________________ ____________________ 

INITIAL SUBMITTAL 

 QUALIFIED 

 QUALIFIED AS NOTED 

 RETURNED FOR CORRECTION 

Date:________________________ 

Name:_______________________ 

Qualifications or corrections are subject to all 
requirements of the current issue of the City of 
Gresham Public Works Standards as modified by 
the Project Special Provisions. 
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CONDUIT (METALLIC) 
 
Approved Products: 
 
Rigid 
 
 Brand/Manufacturer Catalog/Part No. 

 Republic All galv. rigid conduit 
 Picoma  All galv. rigid conduit 
 Allied Tube & Conduit All galv. rigid conduit 
 Conduit Pipe Products All galv. rigid conduit 
 Western Tube & Conduit All galv. rigid conduit 
 Wheatland Tube Co. All galv. rigid conduit 
 Shamrock (T&B) All galv. rigid conduit 
 Cal Pipe Manufacturing All galv. rigid conduit 

 
 
Liquid-Tight Flexible 
 
 Brand/Manufacturer Catalog/Part No. 

 Anamet Electrical Inc. Type UA 
 (Anaconda Sealtite) 

 Southwire Titan Type UL 
 AFC Cable Systems LiquidTuff Type LFMC 

 
 
Write-In Items (Attach Cut Sheets) 
 
 Brand/Manufacturer Catalog/Part No. 

 ____________________ ____________________ 
 ____________________ ____________________ 

INITIAL SUBMITTAL 

 QUALIFIED 

 QUALIFIED AS NOTED 

 RETURNED FOR CORRECTION 

Date:________________________ 

Name:_______________________ 

Qualifications or corrections are subject to all 
requirements of the current issue of the City of 
Gresham Public Works Standards as modified by 
the Project Special Provisions. 

 CMO REQUIRED (If steel or iron, see  

 specifications) 

 Received   Date: ___________________ 
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CONDUIT (NON-METALLIC) 
 
Approved Products: 
 
PVC 
 
 Brand/Manufacturer Catalog/Part No. 

 PW Pipe Sch. 40 & 80 
 Carlon/Prime Conduit Sch. 40 & 80 
 Cantex Sch. 40 
 J-M Manufacturing Sch. 40 & 80 
 Kraloy Sch. 40 
 Ipex/Scepter Sch. 40 
 Cresline Northwest Sch. 40 
 Ridgeline Sch. 40 
 Heritage Plastics Central Sch. 40 
 Rocky Mountain Colby Pipe Sch. 40 & 80 
 Allied-Heritage Sch. 40 & 80 
 Raceways Technology & Sch. 40 & 80 

 Manufacturing 
 
 
HDPE 
 
 Brand/Manufacturer Catalog/Part No. 

 Carlon Sch. 40 & 80 
 Arnco/Dura-Line Sch. 40 & 80 
 PERMA-GUARD Sch. 40 & 80 

 
 
Fiberglass 
 
 Brand/Manufacturer Catalog/Part No. 

 Champion Fiberglass Sch. 40 & 80 
 FRE Composites Sch. 40 & 80 
 United Fiberglass of America Sch. 40 & 80 
 Raceways Technology & Sch. 40 & 80 

 Manufacturing 
 
 
Write-In Items (Attach Cut Sheets) 
 
 Brand/Manufacturer Catalog/Part No. 

 ____________________ ____________________ 
 ____________________ ____________________ 
 ____________________ ____________________ 

INITIAL SUBMITTAL 

 QUALIFIED 

 QUALIFIED AS NOTED 

 RETURNED FOR CORRECTION 

Date:________________________ 

Name:_______________________ 

Qualifications or corrections are subject to all 
requirements of the current issue of the City of 
Gresham Public Works Standards as modified by 
the Project Special Provisions. 
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CONDUIT BUSHINGS 
 
Approved Products: 
 
Metallic 
 
 Brand/Manufacturer Catalog/Part No. 

 Bridgeport #363 thru #370 
 T & B #1224,1226 thru 1229 
 RACO #1127 thru 1134 
 Crouse-Hinds #1033 thru 1038 

 
 
Non-Metallic 
 
 Brand/Manufacturer Catalog/Part No. 

 Cantex #5144005 thru 5144010 
 PW Pipe #6150-0200 

  #6150-300 
 Kraloy #MEB05-MEB40 

 
 
Metallic (Bonded) 
 
 Brand/Manufacturer Catalog/Part No. 

 Blackjack ‘BG’ series 
 (Thomas & Betts) 

 Appleton ‘GIB’ series 
 Crouse-Hinds (Lazy Lug) GLL-1 thru GLL-12 

  (All) 
 Arlington Industries 452 thru 457 
 Bridgeport #383 thru 390 
 RACO 1214, 1216, 1218, 

  1290 & 1292 
 O-Z/Gedney BLG, HBLG 

 
 
Write-In Items (Attach Cut Sheets) 
 
 Brand/Manufacturer Catalog/Part No. 

 ____________________ ____________________ 
 ____________________ ____________________ 
 ____________________ ____________________ 

INITIAL SUBMITTAL 

 QUALIFIED 

 QUALIFIED AS NOTED 

 RETURNED FOR CORRECTION 

Date:________________________ 

Name:_______________________ 

Qualifications or corrections are subject to all 
requirements of the current issue of the City of 
Gresham Public Works Standards as modified by 
the Project Special Provisions. 

 CMO REQUIRED (If steel or iron, see  

 specifications) 

 Received   Date: ___________________ 
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CONDUIT PLUG 
 
Approved Products: 
 
 Brand/Manufacturer Catalog/Part No. 

 Lantz Electric “Foam Factory” 
 
 
Write-In Items (Attach Cut Sheets) 
 
 Brand/Manufacturer Catalog/Part No. 

 ____________________ ____________________ 
 ____________________ ____________________ 

INITIAL SUBMITTAL 

 QUALIFIED 

 QUALIFIED AS NOTED 

 RETURNED FOR CORRECTION 

Date:________________________ 

Name:_______________________ 

Qualifications or corrections are subject to all 
requirements of the current issue of the City of 
Gresham Public Works Standards as modified by 
the Project Special Provisions. 
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UNDERGROUND WARNING TAPE 
 
Approved Products: 
 
 Brand/Manufacturer Catalog/Part No. 

 Dottie UT-29D 
 Ideal #42-151 
 Reef Industries Standard 250 
 Cully UG Burial Tape 
 Harris UT-29 

 
 
Write-In Items (Attach Cut Sheets) 
 
 Brand/Manufacturer Catalog/Part No. 

 ____________________ ____________________ 
 ____________________ ____________________ 

  

INITIAL SUBMITTAL 

 QUALIFIED 

 QUALIFIED AS NOTED 

 RETURNED FOR CORRECTION 

Date:________________________ 

Name:_______________________ 

Qualifications or corrections are subject to all 
requirements of the current issue of the City of 
Gresham Public Works Standards as modified by 
the Project Special Provisions. 
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JUNCTION BOX (CONCRETE, POLYMER CONCRETE 
& HYBRID) 
 
Preapproved Products: 
 
JB-1 
 
 Brand/Manufacturer Catalog/Part No. 

 ARMORCAST A6001425TA 
 ARMORCAST A6000485TAX12 
 CDR SA20101512 
 Quazite PG1118BA12 w/PG1118HA lid 
 Oldcastle H1118-12 w/ Poly Tier 15 Lid 
 Newbasis PCA111812-90011/90012 
 Martin Enterprises 111812PC Tier 22 

 Oldcastle S1118B12AA w/S1118HBBOA Lid 

 Oldcastle (Duralite Max) 11182575 
 Channell BULKU111812 
 Brooks Products 36PB w/Poly Tier 15 Lid 
 Oldcastle N9 w/ Poly Tier 15 Lid 

 
JB-2 
 
 Brand/Manufacturer Catalog/Part No. 

 ARMORCAST A6001946TAPCX12 
 CDR SA20132412 
 Quazite PG1324BA12 w/PG1324HA lid 
 Oldcastle H1324-12 w/ Poly Tier 15 Lid 
 Newbasis PCA132412-90030/90031 
 Martin Enterprises 122012PC Tier 22 
 Brooks Products 40PB w/Poly Tier 15 Lid 
 Oldcastle N30 w/ Poly Tier 15 Lid 
 Oldcastle S1324B12AA w/S1324HBBOA Lid 
 Newbasis FCA132412T-90013 
 Newbasis FCA132412T-00150 
 Oldcastle (Duralite) 132412DL 
 Channell BULKU132412 

 
JB-3 
 
 Brand/Manufacturer Catalog/Part No. 

 ARMORCAST A6001640TAPCX12 
 CDR SA20173012 
 Quazite PG1730BA12 w/ PG1730HA lid 
 Oldcastle H1730-12 w/ Poly Tier 15 Lid 
 Newbasis PCA173012-90015/90016 
 Martin Enterprises 173012PC Tier 22 
 Brooks Products 66PB w/Poly Tier 15 Lid 
 Oldcastle N36 w/ Poly Tier 15 Lid 
 Oldcastle S1730B12AA w/S1730HBBOA Lid 
 Newbasis FCA173012T-90007 
 Newbasis FCA173012T-00294 
 Oldcastle (Duralite) 173012DL 
 Channell BULKU173012  

INITIAL SUBMITTAL 

 QUALIFIED 

 QUALIFIED AS NOTED 

 RETURNED FOR CORRECTION 

Date:________________________ 

Name:_______________________ 

Qualifications or corrections are subject to all 
requirements of the current issue of the City of 
Gresham Public Works Standards as modified by 
the Project Special Provisions. 

NOTE THAT PGE TYPE 1730 BOXES 
ARE NOT LISTED. SEE PGE’S PRE‐
APPROVED MATERIALS LIST FOR 
1730 BOXES. 



  Page 21 of 25 
   

 

 
GRESHAM Yellow Sheets Revised May 13, 2020 Contract No. ___________ 

BOND WIRE 
 
Preapproved Products: 
 
 Brand/Manufacturer Catalog/Part No. 

 Republic Wire (Anixter) #6 AWG 7 Strand 
 General Cable (Anixter) #6 AWG 7 Strand 
 Rome (Anixter) #6 AWG 7 Strand 
 Superior Essex #6 AWG 7 Strand 
 Southwire #6 AWG 7 Strand 
 Encore #6 AWG 7 Strand 
 Nehring #6 AWG 7 Strand 
 Service Wire Co #6 AWG 7 Strand 

 
 
Write-In Items (Attach Cut Sheets) 
 
 Brand/Manufacturer Catalog/Part No. 

 ____________________ ____________________ 
 ____________________ ____________________ 

  

INITIAL SUBMITTAL 

 QUALIFIED 

 QUALIFIED AS NOTED 

 RETURNED FOR CORRECTION 

Date:________________________ 

Name:_______________________ 

Qualifications or corrections are subject to all 
requirements of the current issue of the City of 
Gresham Public Works Standards as modified by 
the Project Special Provisions. 
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GROUND ROD & CLAMP 
 
Ground Rod 
 
 Brand/Manufacturer Catalog/Part No. 

 Thomas & Betts (Blackburn) 6258 
 Eritech 615880 
 PP Porcelain Products 8438 
 Petron Pacific 5/8” 
 Hubbell/Chance C615855 

 
 
Clamp 
 
 Brand/Manufacturer Catalog/Part No. 

 Thomas & Betts (Blackburn) JAB58H 
 Burndy GRC58 
 PENN-UNION CAB or CEB 
 PP Porcelain Products 8058 
 Eritech HDC58 
 ILSCO C6RC58 

 
 
Chemical Ground System 
 
 Brand/Manufacturer Catalog/Part No. 

 Tessco n/a 
 Superior Grounding Systems n/a 
 Erico n/a 

 
 
Write-In Items (Attach Cut Sheets): 
 
 Brand/Manufacturer Catalog/Part No. 

 ____________________ ____________________ 
 ____________________ ____________________ 

INITIAL SUBMITTAL 

 QUALIFIED 

 QUALIFIED AS NOTED 

 RETURNED FOR CORRECTION 

Date:________________________ 

Name:_______________________ 

Qualifications or corrections are subject to all 
requirements of the current issue of the City of 
Gresham Public Works Standards as modified by 
the Project Special Provisions. 
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XHHW WIRE 
 
ONLY XHHW WIRE IS PERMITTED ON GRESHAM JOBS. NO 
TFFN OR THWN WIRE WILL BE ACCEPTED. 
 
 
Approved Products: 
 
 Brand/Manufacturer Catalog/Part No. 

 Rome Cable (Anixter) WIRE 
 General Cable (Anixter) MUST 
 Southwire BE 
 Encore Wire MARKED 
 Service Wire Co ADDITIONAL 
 Kris Tech (KT) Wire MARKINGS 
 Advanced Digital Cable ALLOWED 
 Cerrowire  
 CME Wire  

 
 
Write-In Items (Attach Cut Sheets): 
 
 Brand/Manufacturer Catalog/Part No. 

 ____________________ ____________________ 
 ____________________ ____________________ 

  

INITIAL SUBMITTAL 

 QUALIFIED 

 QUALIFIED AS NOTED 

 RETURNED FOR CORRECTION 

Date:________________________ 

Name:_______________________ 

Qualifications or corrections are subject to all 
requirements of the current issue of the City of 
Gresham Public Works Standards as modified by 
the Project Special Provisions. 
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TC CABLE WIRE 
 
3-CONDUCTOR, 7 STRAND, MINIMUM #10 AWG. CABLE 
WIRE IS STRANDED COPPER CONDUCTOR WITH CROSS 
LINKED POLYETHYLENE INSULATION. ONLY XHHW WIRE 
IS PERMITTED ON GRESHAM JOBS. NO TFFN OR THWN 
WIRE WILL BE ACCEPTED. 
 
 
Approved Products: 
 
 Brand/Manufacturer Catalog/Part No. 

 Rome Cable (Anixter) WIRE 
 General Cable (Anixter) MUST 
 Southwire BE 
 Encore Wire MARKED 
 Service Wire Co ADDL MARKINGS 
 Kris Tech (KT) Wire ALLOWED 

 
 
Write-In Items (Attach Cut Sheets): 
 
 Brand/Manufacturer Catalog/Part No. 

 ____________________ ____________________ 
 ____________________ ____________________ 

  

INITIAL SUBMITTAL 

 QUALIFIED 

 QUALIFIED AS NOTED 

 RETURNED FOR CORRECTION 

Date:________________________ 

Name:_______________________ 

Qualifications or corrections are subject to all 
requirements of the current issue of the City of 
Gresham Public Works Standards as modified by 
the Project Special Provisions. 
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OVERHEAD WIRE EQUIPMENT 
 
Approved Products: 
 
Wedge Grip Clamps 
 
 Brand/Manufacturer Catalog/Part No. 

 PCC Insulators 1061F 
 PCC Insulators 1062F 
 PCC Insulators 1063F 

 
 
Write-In Items (Attach Cut Sheets): 
 
 Brand/Manufacturer Catalog/Part No. 

 ____________________ ____________________ 
 ____________________ ____________________ 

 

INITIAL SUBMITTAL 

 QUALIFIED 

 QUALIFIED AS NOTED 

 RETURNED FOR CORRECTION 

Date:________________________ 

Name:_______________________ 

Qualifications or corrections are subject to all 
requirements of the current issue of the City of 
Gresham Public Works Standards as modified by 
the Project Special Provisions. 


